LINCOLN FIRE AND RESCUE
FIRE STATION AND APPARATUS MEASUREMENTS

UNIT ID # SO#/VO# RIG HEIGHT RIG WIDTH DOOR HEIGHT = DOOR WIDTH
ENGINES
E-1 36023 7544 97" 9'7" 11'11" 13' 2"
E-2 36015 5611 9'9" 9'9" 11'10.5" 11"11.5"
E-3 36024 0094 9'3" 8'11" 9'10.5" 14' 0"
E-4 36017 5846 9'7" 9'9" 11'11" 11"11.5"
E-5 36039 0203 9'9" 9'10" 10' 0" 14' 0"
E-6 36041 0204 9'9" 910" 12' 0" 14'0"
E-7 36043 0207 9'9" 9'10" 11'11.5" 11'11"
E-8 36038 0202 9'9" 9'10" 9'11.5" 11'11"
E-9 36042 0208 9'9" 9'10" 11'5" 14' 0"
E-10 36040 0205 9'9" 9'10" 9'11" 14' 0"
E-11 36014 3921 9'3" 9'4" 17'4" 12' 0"
E-12 36016 4582 10' 0" 9'4" 10" 2" 14" 4"
E-13 36025 2469 9'5" 8'10" 9'8" 20'9"
E-14 36037 0206 9'9" 9'10" 12'0" 12' 0"
E-21 36012 4468 9'6" 9'6" 11'11" 13' 2"
E-211 36011 6089 9'7" 9'5" 17" 4" 12' 0"
E-225 36013 8663 9'6" 9'3" SHOP SHOP
AIR 14 36046 0503 10" 1" 9'1" 12'0" 12' 0"
HM-14 36018 5626 11'0" 9'1" 12' 0" 12' 0"
UT-1 28008 9075 8'10" 9'0" 11'11" 13'2"
TRUCKS
T-1 36047 2175 11'8" 9'9" 11'11" 13'2"
T-5 36020 5936 11'3" 9'8" 11'6" 14'0"
T-7 36021 5937 11'5" 9'9" 11'11.5" 11'11"
T-8 36019 5935 11'5" 9'8" 13'0" 14' 0"
T-21 36010 0112 111" 9'4" 11'11" 13'2"
MEDIC UNITS
[ weer |
M-2 36050 4131 9'4" 9'6" 14,500
M-3 36049 8040 9'4" 9'6" 14,500
M-5 36052 2027 9'4" 9'6" 14,500
M-6 36048 8042 9'4" 9'6" 14,500
M-7 36053 5998 9'0" 91" 14,500
M-8 36051 8041 9'4" 9'6" 14,500
M-21 36027 4075 9'0" 91" 13,000
M-24 36029 4045 9'0" 91" 13,000
M-25 36027 4043 9'0" 91" 13,000
M-34 36034 4131 9'0" 91" 13,000
M-211 36030 4071 9'0" 91" 13,000
M-214 36035 8040 9'0" 91" 13,000

** Units with a rig height that is close to the door height need to make sure angle of approach does not effect
rig entry.
** New engines have factory height listed and loaded heights may be a few inches lower.



